sartorius

YAPP035

Unit: g, mg

System requirements:
Cubis Balance with MSA Unit, Firmware > 01.07
SD Card max. 32GB SDHC

Standard languages: German, English

Sample storage depends on configuration:

- internal file system
- SD Card
- FTP Server

Copy of files not possible!

Start

A

New sample
Alter sample
Delete sample
Configuration*

End

JAlter sample” & ,Delete sample” just
visable, if samples available
Configuration just for Admin

Configuration

Just the following characters
are allowed:
a-zA-Z09[_-(

Result output
Result printable Yes/No
Result savable on SD Yes/No
Result savable on FTP Yes/No
Difference calculation Diff1/Diff2/...
Ratio calculation Ratiol/Ratio2/...
Workspace Internal/SD/FTP
Back Save

back Save

Calculations are configurable:

sample storage

Diff1: Diff = Init — (Back — Tare)
Diff2: Diff = (Init — Tare) — (Back — Tare) Ves / savin No Yes
Diff3: Diff = (Init — Tare) — Back 9
Diff4: Diff = Back — (Init — Tara) / )
Diff5: Diff = (Back — Tare) — (Init — Tare) Yes / saving No
Diff6: Diff = (Back — Tare) — Init
Ratiol: Ratio = (Diff / Init) * 100
Ratio2: Ratio = (Diff / (Init — Tare)) * 100
Ratio3: Ratio = (Diff / Back) * 100
Ratio4: Ratio = (Diff / (Back — Tare)) * 100
Ratio5: Ratio = ((Back — Tare) / (Init — Tare)) * 100
Ratio6: Ratio = (Back / Init) * 100
\Value'

if the balance is verified, the Sample definition: Xyz

alibimemory is in use and Please place weight on pan.

negative values are blocked [interim resuilts]

Back Tare InitWt BackWt Result
\
Tare
Back
Initwit create sample/
save sample
More

available

New sample
A
Sample definition:
[ABC123]
Back Ok
Back
Yes
Existing ID
Name already exists,
overwrite?
Yes No
\ \
Yes/ No/
overwrite Load

Sample storage not available
Save anyway?

End

PRINT

PRINT-Function just
available if configured

lon just if ionizer
is available Result
lon
Back
R(_esult_/ Back
saving file
lon
lonizer is
starting...
(firmware function)
A
Result:
Sample definition: TEST
Tare 123 g
Initial weight 123 g
Backweight / Diff (Ratio)
#1: 123g/ 45 g (50%)
#2: 456 9/6 g (3 %)

Difference = init.weight —
(Backweight — Tare)
Ratio = (Difference / Init.weight) *100

PRINT-Funktion/SD & FTP
Button just available if

configured

Back SD FTP

Back SD/FTP/PRINT

are already
existing?

yes

Measurement
already exists

Do you want to overwrite
the backl tare-value?

No Yes

]

No / saving

nitwt. alread
existing?

yes

No/

Measurement
already exists

saving

BackWt

Backwt
already
existing?

Ja
\ 4

Do you want to overwrite
the initial weight-value?

Measurement already

exists
Do you want to overwrite the
backl weight-value?

Tare balance

No Yes
yes / saving
yes / saving
No———
No
A
3
A

captured, the last will be overwrited

No / saving

Overwr. Add
Add / saving
Overwrite / saving
A
3

Delete sample

Alter sample

Samples

existing? No

Yes
Select sample: No S'atr'an?S
(selection) existing!
Back Ok
Selection/ OK:
- Back
Load
Verified
balance
Yes

Samples
existing?

Yes

v

i - No samples
elect sample: existing!
(selection)
Ok
Back
Selection/
Delete
i Back
Sample deleted!
OK
Ok
OK
) 4
@
File Name:

Sample ID+“_“+Date(YYYYMMDD-hhmmss).txt

Max. 5 Backweights!
If more then 5 backweights are

16.08.2016 14:13:02
Sartorius
YAPPO35

MSA225P-1CE-DI
33803078
User:
Administrator

+98.80026 g
MemNo: 1240

Initial weight:

+1.06881 g
MemNo: 1241

Backweight 1:

+0.93944 g

MemNo: 1242

Backweight 2:
+0.13387 g

1243

0.12937 g
87.90 %

Diff. 2:
0.93494 g
12.53 %

Dynamic print
elements /
Dependent of
captured values

16.08.2016 14:17:50
Sartorius
YAPPO35

MSA225P-DI
33803079
User:
Administrator

98.80026 g
Initial weight:
1.06881 g
Backweight 1:
0.93944 g
Backweight 2:

Diff. 2:
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