
1: Female luer cap 

2: Male luer x 1/8"HB 

3: MYCAP™; GL45 Cap; 2-Ports; 
 P1: 1/8"x1/4" Dow Pharma 50 Silicone, CS-11", BS-175mm, QS-2"; 
 P2: 1/8"x1/4" Dow Pharma 50 Silicone, CS-3", BS-0", QS-0"

4: 1/8" Dip Tube Tip w/Notch 

5: Vent Filter; 
 25mm MiniSart; 
 1/8"HB I/O; 
 PES(GI&Autoclave)(Hydrophobic) 

6: Cable tie, blue 

500ml Corning Pyrex Glass, 1395-500

Tubing Lengths:0-12" 0.25";0-36" 0.5";36"+ 1.0"
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Dimensional Tolerances:
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AP-0099
AP-0031
AP-3020
AP-2170
AP-2767
AP-133

-ADCF Polypropylene
-ADCF Polypropylene
-ADCF Silicone
-ADCF Polypropylene
-Polypropylene, PES
-Tefzel®

QtyAP Number Material

Notes:
1. No assembly required.
2. Individually bagged then double bagged,
    5 per bag.
3. Fluid contact materials meet criteria for USP
    Class VI Testing. Consult Validation Guide
    for additional tests and details.
4. Drawing not to scale.
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